
PLA+ 3D Printer Filament 1.75mm Gradient Color Yellow Green White
Multicolor PLA+ Filament 1kg /Spool for FDM 3D Printers

Basic Information

Qingyuan,china

iBOSS

ROSH

PLA+

48kg/rolls

US$11.5

1KG/PCS, packed into a 30*35CM PU
vacuum shrink bag, 12 corrugated aircraft
CTNs(21.5*20.5*6.9CM) in a
43.1*23.2*43CM box,

5-7days

L/C, D/A, D/P, T/T,

10000000kg

Product Specification

1000g

FDM

3D Printer

100% Without Bubble

PLA+

High Strength

Available | Customized Request

pla 1.75mm filament, 1.75mm pla silk filament, 
green 1.75mm filament

for m
ore products please visit us on iboss3d-export.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Net Weight:

Forming Technology:

Industry:

Bubble:

Specification:

Feature:

Customization:

Highlight:

Qingyuan IBoss Smart Technology Co., Ltd.
iboss3d-export.com
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Product Description

PLA+ 3D Printer Filament 1.75mm Gradient Color Yellow Green White

Premium Multicolor PLA+ Filament for FDM 3D Printers

Our PLA+ 3D printer filament in 1.75mm diameter offers superior performance for FDM 3D printing. This unique gradient color blend
transitions smoothly between yellow, white, and green, creating stunning visual effects in your printed objects. The high-quality PLA+
material provides enhanced strength and durability compared to standard PLA filaments.

for m
ore products please visit us on iboss3d-export.com
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Key Features

Enhanced strength and durability with PLA+ formulation

Smooth color gradient transition for artistic effects

Consistent diameter (±0.02mm tolerance) for reliable printing

Minimal warping and excellent layer adhesion

1kg spool provides approximately 330 meters of filament

Compatible with most FDM 3D printers

Product Specifications

Specification Value

Material PLA+

Diameter 1.75mm (±0.02mm tolerance)



Net Weight 1kg (330m length)

Print Temperature 200-230°C

Bed Temperature 60°C

Tensile Strength ≥62Mpa

Flexural Modulus 1970 Mpa

Impact Strength 7KJ/m²

Technical Attributes

Attribute Value

Forming Technology FDM

Bubble Formation 100% Without Bubble

Density 1.23±0.05g/cm³

Printing Speed 40-100mm/s

Melt Index 14-18g/10min (190°C, 2.16kg)

Hydroscopicity 0.005

Reel Dimensions Ø20.0cm × 6.4cm H

Packaging Size 200×200×64mm
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